
Meter And Panel Wiring
Information Sheet

2" 
CONDUIT
CLAMP

2" 
CONDUIT
CLAMP

GROUNDING 
BUSHING

SERVICE

BYPASS 
METER 
BASE
Approved 
type
200 Amp 

10' Above grade 
or patio

12' Above 
driveway

4' Minimum
5' 6" Maximum
Local utility 
requirement

CAULKING

LB DRAIN
HOLE

MAST-TYPE 
RISER
2" Continuous 
rigid metal 
conduit (Not 
aluminum 
or EMT)

CONDUCTORS 
OF DIFFERENT 
POTENTIALS
Separate openings 
in service head.

BYPASS TYPE
METER
(Xcel Energy
requirement)

RAIN TIGHT 
CONNECTIONS
Keep water from
service equipment.

RAIN TIGHT
SERVICE HEAD

REQUIRED
DRIP LOOPS
Service entrance 
conductors connected to 
service drop conductors 
below service head or 
below termination of 
service entrance 
cable shealth. 

GROUNDED
CONDUCTOR
(NEUTRAL)

RAIN TIGHT
SERVICE HEAD

42" 
Maximum

4' Minimum
5' 6" Maximum
Local utility 
requirement

3' Minimum
to window -
from open
conductor.

18"
Minimum

Overhead services
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METER

INSIDE
PANEL

MAIN
SERVICE 
DISCONNECT

NEUTRAL BAR
Bonding screw in. 

WIRE

GROUND
STRIP

ISOLATED
NEUTRAL

WIRE
Sized to N.E.C.

Grade

To street side

APPROVED CLAMPS

NO
.
 6 

COPPER WIRE

to ground rod.

EQUIPMENT GROUNDING 
CONDUCTORS
Run with service or feeder 
conductors.

 

BOND AROUND
UTILITY WATER METER

NEUTRAL
BAR

MAINS 1 1

BREAKERS

Install main

BOND SCREW or

BONDING STRAP

at main service.

To street

APPROVED CLAMPS

BOND AROUND
UTILITY WATER 
METER

GROUNDING ELECTRODE 
CONDUCTOR(S)

NO. 6 
COPPER WIRE

APPROVED CLAMP

GROUND ROD
1/2" Diameter,
8' long

Grade

Grade

APPROVED 
CLAMP

GROUND ROD
1/2" Diameter,
8' long

Service panel

Service panel with required disconnect
If the service entrance conductors are installed more than 5 feet from point of entrance into house.

THIS TABLE MAY BE USED FOR
a dwelling unit main power feed

or main power service ONLY.
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Wire size Table 310-16
Service Aluminum and
rating copper-clad 
in Amps Copper aluminum
100 4 2
110 3 1
125 2 1/0
150 1 2/0
175 1/0 3/0
200 2/0 4/0


